
An integrated system 
for supplying  
compressed air to  
JB11 Air Jacking Beams

‘Single’	 7001003
óó KitótoósuitóMolnaró4óPostóHoistó

withóaósingleóAiróJackingóBeam

‘Double’	 7001002
óó KitótoósuitóMolnaró4óPostóHoistó

withó2óAiróJackingóBeams

‘Adaptor’	 7001004
óó óKitótoóconvertóaó7001003óSingleó

systemóintoóaó7001002óDouble

FEATURES
óó Canóbeófittedótoóanyóexistingó

Molnaró4óPostóHoist.
óó Allófittingsóandócomponentsó

provided,ótoósupplyóairóatóanyóó
oneóofótheófouróposts.

óó Quicklyóandóeasilyófittedówithó
Molnarólaserócutóbrackets.

óó Simpleóandósafe,óintegratedódesign.
óó Filter-Regulator-Lubricatoró

includedóforóoptimalóairósupply.
óó KitsóavailableóforóSingleóoróDoubleó

AiróJackingóBeams.
óó Singleósystemócanóbeóconvertedótoó

DoubleósystemówithóAdaptorókit.

JB11 Jacking Beams sold separately

When operating, the Molnar JB11 
Air Jacking Beam requires clean, dry 
compressed air at a minimum pressure 
of 7 Bar (100 psi) and minimum flow 
rate of 3.6 litres per second (7.6 CFM) to 
function correctly
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For more information, please contact 
us or your local Molnar Representative 

T 08 7120 8700   F 08 8346 0097 
E sales@molnarhoists.com.au 
www.molnarhoists.com.au
 
onwards & upwards

As the policy of Molnar Hoists is one of continuous improvement, the manufacturer reserves the right to change specifications without notice.


